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Abstract: A new analytical design of continuously-fed microbial fuel cell was built in triplicate in
order to investigate relations and effects of various operating parameters such as flow rate and
substrate supply rate, in terms of power output and chemical oxygen demand (COD) removal
efficiency. This novel design enables the microbial fuel cell (MFC) systems to be easily adjusted in
situ by changing anode distance to the membrane or anodic volume without the necessity of building
many trial-and-error prototypes for each condition. A maximum power output of 20.7 ± 1.9 µW was
obtained with an optimal reactor configuration; 2 mM acetate concentration in the feedstock coupled
with a flow rate of 77 mL h−1, an anodic volume of 10 mL and an anode electrode surface area of
70 cm2 (2.9 cm2 projected area), using a 1 cm anode distance from the membrane. COD removal almost
showed the reverse pattern with power generation, which suggests trade-off correlation between
these two parameters, in this particular example. This novel design may be most conveniently
employed for generating empirical data for testing and creating new MFC designs with appropriate
practical and theoretical modelling.
Keywords: microbial fuel cell (MFC); anode distance; anodic volume; flow rate; dilution rate;
substrate supply rate; treatment efficiency; power generation
1. Introduction
In the past two decades, scientific interest in the microbial fuel cell (MFC) technology has increased
rapidly. Direct conversion of organic matter including various types of waste into electricity is one key
aspect that enable this technology to stand out among other renewable energy related technologies.
Moreover, its application is not limited to only electrical energy generation and waste treatment. For
instance, the same working principles applied to the MFC technology can be used, with the supply of
external power, for producing useful products such as hydrogen [1,2], acetate [3,4], methane [5,6] as
well as desalinate water [7,8]. Resource recovery and bio-sensing [9–13] are also highly active fields
in the MFC research. Along with practical development of the technology, microorganisms involved
in electricity generation have drawn a great deal of attention too. Electrochemically active biofilms
(EABs) on MFC electrodes continue to be studied to better understand the anodic biofilm properties
involved in substrate digestion, utilisation and transformation of chemicals, all resulting electricity
generation. EABs have also been used for microbial computing [14–16].
It is generally agreed that continuous flow bioreactors for either planktonic or biofilm culture
systems are more efficient than their corresponding batch culture processes in terms of start-up,
turnaround, maintenance, efficiency and control. Small-scale MFC using perfusable anode electrodes
are particularly suited for continuous operation since biofilms form on a highly porous material,
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ensuring that diffusion limitation (of substrate to biofilm) does not limit growth and that following
monolayer saturation of the electrode (termed “mother layer”), all new daughter cells that form
are shed and washed away by laminar flow of bulk medium at high liquid shear rates. The
electrode-attached cell population (the biofilm) remains as a constant number of cells with time
and with constant flow, the biofilm quickly reaches dynamic steady state [17]. As a biofilm system,
the small-scale perfusion anode MFC is analogous to a chemostat system in terms of steady state,
and therefore the effects of flow rate, chamber volume and feedstock concentration can be more
easily determined, and well-known terms used in chemostat theory (e.g., Monods equations) applied
in modelling.
In this study, a novel analytical MFC design was developed, which enables the system to be easily
set, tuned or adjusted to a given condition by altering reactor configurations such as anode position
or reactor volume. With the help of this novel MFC design, this study aimed to: (1) demonstrate the
effects of anode chamber volume and distance to anode electrode as important parameters in reactor
configuration in terms of electricity generation, and (2) investigate the relationships between flow rate,
volume, dilution rate and substrate supply rate on power output and COD reduction. In addition to
these findings, which validate the new MFC design, potential applications of this analytical MFC can
be used for (1) analytical studies, (2) MFC modelling, and (3) enabling new MFC designs with specific
target purposes.
2. Materials and Methods
2.1. Microbial Fuel Cell Design
For this study, a disposable polypropylene 50 mL syringe (Terumo, UK) was used as an MFC
chassis, in order to change the anodic volume readily using a plunger without disturbing the anodic
microbial community. The barrel of syringe was used as the anodic chamber after cutting off the
tip; this left a 32 mm diameter open window. A cation exchange membrane (CMI-7000, Membrane
International Inc., Ringwood, NJ, USA) was placed at this end and a hot-pressed activated carbon
cathode, prepared as previously described [18] with a total surface area of 8.0 cm2 (diameter: 32 mm)
was placed onto the membrane; this cathode was open to air. A laser cut acrylic ring (thickness: 3 mm)
was mounted on the tip in order to hold both the membrane and cathode. Plain carbon fibre veil
(PRF Composite Materials, UK) 70 cm2 total area, with a folded projected area of 2.9 cm2) was used
as an anode electrode. A 15 cm nickel-chrome wire threaded through the anode came out the back
of the syringe, which facilitated moving the anode inside the anodic chamber. This design allowed
a maximum anodic chamber volume of 50 mL (taking into account the displacement volume of the
electrode) and all tests were carried out in triplicates. A detailed schematic of the design of this syringe
MFC is shown in Figure 1. All the outlets were sealed with the exception of a single outlet appropriate
for the chosen volume.
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Figure 1. Computer Aided Design (CAD) image of a syringe microbial fuel cell (MFC) used in this study.
2.2. Inoculum, Feedstock and Operation
Sewage sludge from a l cal wastewater treatment t (Wessex Water, Saltford, UK) was used to
inoculate the MFCs, after being enriched with 1% tryptone and 0.5% yeast extract. During the first week,
10 mL of synthetic wastewater [19] was provided as the feedstock on a daily basis. Subsequently, the
batch type of feedstock supply was switched to continuous feeding mode, using a 16-cahnnel peristaltic
pump (205U, Watson Marlow, Falmouth, UK) with variable flow rates, ranging fr m 19.2 mL h−1 to
306.9 mL h−1. The synthetic wastewater was prepared by adding the following to 1 L of distilled
water: 0.270 g (NH4)2SO4, 0.060 g MgSO4·7H2O, 0.006 g MnSO4·H2O, 0.50 g NaCl, 0.13 g NaHCO3,
0.003 g FeCl3·6H2O, 0.006 g CaCl2·2H2O, 0.006 g K2SO4. Sodium acetate was used as the carbon
energy sourc at vari ble concentratio s, ranging betw en 0.1 mM and 4.0 mM.
Throughout the work, a 1.5 kΩ external load was connected to each MFC, which was determined
based on polarisation runs (data not shown) that were carried out at the start of the experiments.
Power output of the MFCs was monitored in real time in volts (V) against time using an ADC-24
Channel Data L gger (Pico Technology ltd., St Neots, UK). All experiments were carried out in a
temperature-co t olled e vironment, at 22 ± 2 ◦C, and p ated at least 3 times.
2.3. Anode Placement Tes
In order to investigate power and COD removal related to the distance between anode and
membrane (or cathode since it was d rectly attached o the obve s s de of the memb ane), the MFC
reactor was set to its maximum volume of 50 mL thus the anode was able to be moved to give
adjustment between 0 up to 6 cm from the membrane. For this test, 2 mM of acetate was supplied
at a flow rate of 19 mL h−1, which resulted in dilution rate of 0.38 h−1 and nutrient supply rate of
0.04 mmol h−1. The dil tion rate (D) is i versely related to the hydraulic retention time (HRT); where
HRT = 1/D. The dilution rate was calculated by dividing the flow rate (f ) (how much medium flows
into the vessel per hour) by the chamber volume (V), since D = f /V.
The substrate supply rate (R) is defined by:
R = S × f
where S is the substrate molar concentration (mmol L−1) and f is feedstock flow rate (L h−1).
2.4. Substrate Supply Rate and Dilution Rate Test
For this set of experiments, three variables (feedstock flow rate, feedstock concentration and MFC
reactor volume) were set to determine a range of substrate supply rates and dilution rates. When a
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variable changed, the other two variables were fixed. Tested ranges of flow rate and concentration
were 19–307 mL h−1 for feedstock flow rate and 0.1–4.0 mM for feedstock acetate concentration. For
these tests, the anodic volume was set to 30 mL. The effects of changing the anodic volume were
studied by changing the volume of the anodic chamber from 10 mL to 50 mL in 10 mL increments.
Feedstock concentration and flow rate were fixed at 2.0 mM and 38 mL h−1 respectively. During all
these tests, the anode was located next to the membrane, thus the distance between the anode and
membrane was designated as 0 cm. Each concentration of feedstock or anodic volume condition was
set for at least 2 h, which was long enough for MFCs to reach a stable level of power output.
2.5. Chemical Oxygen Demand (COD) Analysis
Influent and effluent were collected from the feedstock storage tank and individual MFCs
respectively and samples analysed for COD. The potassium dichromate oxidation method (COD
LR test vials; Camlab Ltd., Cambridge, UK) [20] and a photometer (Lovibond MD 200; The Tintometer
Ltd., UK) were used to determine COD values of each sample. Efficiency of COD removal was
calculated as ECOD (%) = (CODIN − CODOUT)/CODIN × 100, where CODIN (mg L−1) is the influent
COD and CODOUT (mg L−1) is the effluent COD.
3. Results
3.1. Effect of Anode Distance from the Membrane
As shown in Figure 2, power output decreased, and COD removal rate increased as the anode
moved a greater distance from the membrane. Power decrease with increasing distance between
the two electrodes is most likely due to the longer traveling distance for protons to the membrane,
thus higher ohmic losses [21,22]. The optimum distance between the anode and the membrane for
power output was 1 cm, where the power output was 4.8% higher than when the anode was in contact
with the membrane; arguably this is within the error margin of readings between 0 cm and 1 cm, but
possibly the result of oxygen crossover through the membrane to the anode (for the 0 cm condition).
However, at distances between 2–6 cm there is a decreasing trend of power output, clearly showing
that these distances are sub-optimal.Energies 2018, 11, x FOR PEER REVIEW  5 of 13 
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For treatment efficiency of each configuration tested, the distance of 5 cm showed the highest
removal rate of 98.4 ± 1.4%, although this is not significantly different to the values recorded for
4 cm, or 6 cm. The high removal rate may again be explained by the influence of oxygen diffusion
from the cathode, allowing cells in the planktonic phase as well as those in the biofilm to continue
utilising the organic substrates, lower the COD, but also competing with, or inhibiting the metabolism
of anodophiles, thus reducing electrical output. The overall COD reduction was over 90% in all cases,
probably due to the relatively low nutrient supply rate (0.04 mmol h−1) and moderate dilution rate
(0.38 h−1) employed during this experiment.
3.2. Effect of Dilution Rate
Different dilution rates ranging from 0 to 10.2 h−1 were tested by changing feedstock flow rate
(19–307 mL h−1), concentration (0.1–4 mM), and anodic volume (10–50 mL). Figure 3 describes relations
between dilution rate and power output, and COD reduction rate. Previous work has confirmed that
following a moderate period of time in batch culture, once beyond the decline phase, the power output
of all MFCs eventually drops to zero, in line with the theoretical principle that a supply rate of zero fuel
will eventually give zero metabolism. At low substrate concentrations (0.5 mM, green line in Figure 3),
the power output remained low, but measurable across all dilution rates, including the highest tested
D (10.2 h−1) with a steady state value around 0.13 µW. At a higher concentration of carbon energy
(C/E) source (1.0 mM), a relationship can be seen between increasing dilution rate and increasing
power until it reaches a limit at a dilution rate of 5.1 h−1, where the power plateaus at about 4 µW for
any higher dilution rates. Similar patterns of behaviour (power increases with increasing D until a
plateau is reached) are also observed at higher concentrations of substrate. The power output then
remains the same despite further increases in the dilution rate.
At low concentrations of C/E (0.5 and 1.0 mM), growth is strongly limited by lack of fuel (C/E
limiting condition), even when supplied at a high flow or dilution rate. Also, it is likely that a significant
proportion of the C/E fuel is required for maintaining microbial cell functions (maintenance energy).
At higher concentrations of C/E, for example 2.0 and 4.0 mM, the maximum power output reaches
levels between 15 and 16 µW, and the maintenance energy becomes a much smaller proportion of
the total energy output. It should be noted that doubling the concentration from 2.0 to 4.0 mM had
no observable effect in producing additional electrical power showing that C/E concentrations are
growth limiting at or just below 2.0 mM. At lower fuel concentrations (e.g., between 0 and 1 mM)
the power output is strongly dependent on dilution rate, suggesting that the C/E is most probably
limiting growth and metabolic rate and thus power generation.
Figure 3 (vertical black line with points) also shows the results of measuring the energy outputs
obtained for a range of nine different concentrations of acetate (from 0.1 to 4.0 mM), but at a constant
flow rate/dilution rate (D = 10.2 h−1). At this high and constant D, the effect of C/E alone on power
output was again clearly observed. For low concentrations of C/E ranging 0.1 mM and 1.0 mM, power
output increased from 0.0 µW to 5.6 µW, whereas there was no significant increase in power output
when higher concentrations of C/E (between 2.0 mM and 4.0 mM) were used.
On the other hand, COD reduction, which reflects substrate utilisation, decreased as the dilution
rate increased for all tested conditions (Figure 3B). At the lowest dilution rate of 0.6 h−1, COD reduction
rate was between 81.9 and 100%. Then, it went down to 11.1–50.6% at the highest dilution rate of
10.2 h−1. In all continuous biofilm flow systems there is a portion of C/E that will flow around
the electrode and not be utilised by the microbial cells and this will be higher for higher substrate
concentrations and/or higher flow and dilution rates.
Although the maximum tested dilution rate of 10.2 h−1 was thought to be quite high, the
detrimental effect of liquid shear rate causing cell detachment was not observed, which suggests
that the biofilms on the electrode are very strongly attached and resilient to shear force removal.
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3.3. Effect of Substrate Supply Rate
Figure 4 shows power production and COD removal rate, subjected to variation in nutrient
supply rate (R), using the same data above. For low substrate concentration of 0.5 mM (green line), the
maximum nutrie t supply rate was only 0.15 mmol h−1 even at the highest dilution rate of 10.2 h−1.
At a higher concentration of C/E (1.0 mM), power increas d when R increased up to 0.12 mmol h−1,
then there was no further incr ase beyond this point, suggesting that the power ou put is directly
proportional to the saturation fraction of the uptake system, which is given by S/(Km + S), where Km
is the Michaelis constant.
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Figure 4. Power output (A) and COD removal efficiency (B), at different nutrient supply rates.
In general, the COD removal rate decreased with increasing nutrient supply rates. At very low
nutrient supply rates (0.01–0.02 mmol h−1), COD reduction rates were over 90%, which suggests that
most of the C/E source was fully utilised for cell growth and maintena ce. Th COD reduction rate,
then decreased at higher supply rates as previously described for effects of dilution rate.
3.4. Perfusion Anode Biofilm and Quasi Steady State
Unlike the planktonic mode of bacterial growth and existence (e.g., as in the case of a chemostat),
biofilms are associated with two types of populations, attached cells that are firmly bound and remain
at constant populations and the planktonic phase (detached cells washing out). For biofilms, a steady
state occurs when growth accumulation is matched by loss of cells from the system and such biofilms
can be maintained in quasi-steady state for as long as the operational factors of the system such as
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feedstock composition, nutrient supply rate and dilution rate are kept constant. Figure 5 shows stable
power outputs (steady states) produced by triplicate MFCs over seven days demonstrating that the
replicate MFC units are highly reproducible.
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The Monod model is most commonly used to describe the growth kinetics of cells growing in
steady state. Figure 6 describes the response of the MFCs in terms of power output and COD utilisation
towards changes in substrate concentration. From these data, it is possible to calculate the half-rate
saturation constant (Ks value) of 1.114 mM.
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3.5. Effect of Anodic Volume on Power and COD Reduction
Since anodic volume is usually considered as a fixed design element, controlling dilution rate or
hydraulic retention time (HRT) is done through changing the flow rate. However, the novel design of
MFCs used in this study enables the anodic volume to change, it can be also an operating parameter.
Power output decreased, whereas COD removal efficiency increased with increasing the anodic
volume (corresponding D decreased from 3.8 h−1 to 0.8 h−1). Power density normalised by the anodic
volume shows an even clearer trend opposite to the anodic volume increase as shown in Figure 7.
This indicates that under the given parameters such as fixed size of both electrodes and membrane,
flow rate, feedstock concentration and electrode spacing, the smallest anodic volume of 10 mL was
the best value for maximum power generation. For maximum COD removal, the biggest volume of
50 mL achieved the best output. These results are in accordance to those reported by others [23,24]; a
shorter HRT contributes to a decrease of COD removal. In this test, however, HRT was controlled by
changing the anodic volume instead of flow rates. Although change in planktonic bacterial population
is negligible in this test, due to the relatively short time of each volume condition, it can also have
an effect on MFC power output and COD removal. Larger anodic chamber volumes provide greater
space for planktonic bacteria to grow, thus higher total bacterial population. This does not necessarily
contribute to power generation, but consumes more organic matter in the feedstock thus achieving a
higher COD removal. If the substrate is complex in terms of its molecular structure, a larger volume
would be preferable since fermentative heterotrophs can break the substrate down first, making it
more easily available for the anodic biofilm community.
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4. Discussion
MFCs with thick diffusion-limiting biofilms have a low growth rate/metabolic rate (thus slow
response time) because of slow diffusion of substrate from the medium through the thick biofilm
to the inner conductive layers. Such biofilms typically form over non-porous (solid) electrodes,
especially in batch culture where mechanism of electron transfer is via mediators as much as it is by
direct conduction methods. This can be minimised in small-scale MFCs, by using highly perfusable
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electrodes and high flow rate. In these conditions, the biofilm remains thin. The MFC is not limited
by diffusion and soluble mediator is rapidly washed away, so it is only the thin biofilm in direct
conductance that produces rapid responses and can grow at maximum specific growth rate.
The continuous flow model allows biofilms to grow and reach dynamic steady states, where
the attached cell population continues to grow, metabolise and thus produce electrical power, and
yet the perfusable biofilm remains constant (i.e., non-accumulating) over time by shedding of new
daughter cells [17]. The relatively high flow rates and high dilution rates employed (e.g., D = 10.2 h−1)
did not seem to affect the stability of the biofilm (although this has not yet been determined by use
of molecular approaches at the ecological level). However, it can be concluded that for the highest
C/E-excess conditions (substrate concentration of 4 mM), a higher flow rate produced no significant
change in electrical power output, which remained at maximum power (15–16 µW), even at very
high flow rates (equivalent to D = 10.2 h−1). For lower concentration of substrate (2.0 mM) increasing
the flow rate (from 19.2 to 76.7 mL h−1) gave increasing power output up to a maximum (15 µW),
which then remained the same despite further increases in flow rate. The same pattern was observed
when lower substrate concentration of 1.0 mM was tested. Increases in the flow rate increased the
power output up to a dilution rate of D = 5.1 h−1, where the maximum power for this concentration of
substrate (3.9 µW) was obtained. Therefore, it can be concluded that if the C/E supply rate is growth
limiting, then the power can be maximised by increasing the flow rate. It also suggests that Fick’s laws
of diffusion do not need to be incorporated into a mathematical model of the biological behaviour of
such biofilm-electrodes. These findings are useful when considering the advantages of cascades and
optimising the flow rate down such cascades.
Another important finding was the effect of anode working volume on power output and COD
reduction efficiency. As can be seen in Figure 7, when normalised for anodic working volume, higher
power was generated from the smaller volume (10 mL) than the larger (50 mL) and with an inverse
relationship for the tested volumes in between; this is in line with previous reports [25,26]. Treatment
(COD) efficiency showed the opposite, and although the percentage reduction varied between 69–74%
for all tested parameters, higher COD reduction was recorded for the larger volume experiments; this
may have been the result of the fixed flow rate and fixed substrate concentration chosen for this line of
experiments, and should therefore be further investigated under different fixed conditions.
5. Conclusions
Novel MFC design allows in situ placement of anode and its distance apart from the
membrane-cathode to be optimised. The design is particularly suited for observing the effects of
changes in the physicochemical conditions, particularly concentration of C/E in the feedstock, flow rate
and thus the supply rate and dilution rate of the system, on metabolism of the anodic biofilm and thus
power output. Moreover, this novel design would help to create new design of MFCs by comparing
the performance in terms of power generation and treatment efficiency under different operating
conditions. It would also be useful for MFC modelling to help better understand the technology.
Building a truly tenable MFC system can be achievable with auxetic material as an anode and chassis.
Future work needs to seek suitable materials for electrode and chassis.
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